KOPOS KOLIN a.s., Havlitkova 432, 280 02, Kolin IV, Ceské republika

DATA SHEET

K-Pulsa - Gas nailing gun SPIT

type number:

product description:

color:

weight:

battery capacity:
charging time:

gas cartridge capacity:
power:

tray:

sales amount:

storage:

K-PULSA_PO

quick fastening for PO clamps 67xx_POBD, plastic
clamps 67xx_KB, PPNL, KPNL, UVD, ZZT, SD 1, SD 3,
SD 5, SD 6, ZDN, ZDND, DKD, DKJ, DKM

orange - black

3,4 kg

10000 shots max.

90 minutes (fast charge function 25 min. = 500 shots)
500 shots

95J

20 nails

alpc

EN 60721-3-1

Certifications according to standards: EN 12549, EN 792-13 + A1 :2008E

Accessories according to:

Certification of the battery: 2006/66/EC

Certification of the charger:

2006/95/EC, CEM 2004/108/EC

2006/42/EC, 2011/65/UE, 1999/5/EC, CEM 2004/108/EC

The package contains:

K-PULSA_PO
Magnetic attachment
Magazine for 20 nails
Charger

Battery

Protection glasses
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KOPOS KOLIN a.s., Havli¢kova 432, 280 02, Kolin IV, Ceska republika

DATA SHEET

safety risks and recycling codes

M WARNING

Use of Personal Protective Equipment

Always wear safety glasses, ear protection, and gloves to minimize the risk of injury.

Proper Handling of the Tool

Never aim the nailer at yourself or others. When moving the tool, keep the muzzle pointed downward and your finger off the trigger.
Always assume the tool is loaded.

Work Area Inspection

Ensure that no persons are in the immediate vicinity of the work area. Inspect the workspace and surroundings before starting
work.

Use of Proper Materials
Use only nails and gas cartridges recommended by the manufacturer to ensure compatibility and safety.

Safe Use

Under normal and foreseeable conditions of use, there are no risks to consumers, provided that proper installation and usage are
carried out in accordance with the installation manual.

recycling codes:

|4 K-PULSA
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