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PI 80 - thermo-isolating pad
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material: cemvin

fire class for underlying material: A1-F

weight: 50 g (PI 80R, PI 80T) / 65 g (PI 80 2ZK, PI 80 2ZT)

storage: ČSN 64 0090

product 
description:

asbestos-free, harmless material

the pad increases the thermal resistance when installing wiring boxes on flammable surfaces

match the shape of wiring box and devices

pad thickness is 5 mm

PI 80R: for boxes LK 80/…, LK 80X28/1, LK 80R/…, LK 80X...R/1, LK 80X28 2R

PI 80T: for boxes LK 80X16 T, LK 80X28 T

PI 80 2ZK: for boxes LK 80X28 2ZK

PI 80 2ZT: for boxes LK 80X28 2ZT, box LK 80X28 2T, two pads must be used and adjusted by trimming to the required size

PI 80R_XX - 10 pcs of thermo-isolating pads packed in a foil, labeled; 40 pcs of thermo-isolating pads packed in carton

PI 80T_XX - 10 pcs of thermo-isolating pads packed in a foil, labeled; 40 pcs of thermo-isolating pads packed in carton

PI 80 2ZK_XX - 10 pcs of thermo-isolating pads packed in a foil, labeled; 40 pcs of thermo-isolating pads packed in carton

PI 80 2ZT_XX - 10 pcs of thermo-isolating pads packed in a foil, labeled; 40 pcs of thermo-isolating pads packed in carton
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 Risks associated 
with
product use:

WARNING

PAP

21

PE-LD

4
foil cardboardpad

incorrect electrical installation can cause a fire - we recommend the connection to be carried out exclusively by an authorized 
person

follow the manufacturer's installation instructions according to the installation instructions and videos

damage to the product - if the product is visibly damaged, stop using it

under normal and foreseeable conditions of use, the installed product does not pose any risks to consumers


