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metal hanger for threaded rods with a thread M6
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product description: The metal hanger is designed for anchoring threaded rods to the 
ceiling. 

 The hangers are equipped with a plastic part that is placed on the 
mouth of the gas nail gun barrel, ensuring one-handed installation.

 Designed for Spit and CELO nailing guns.

 The hanger is designed to be fixed in concrete or solid masonry.

surface finish:           sendzimir - galvanized

sales amount:           1 pc

 

classification : t         ČSN 73 0895          P 90-R

 DIN 4102-12          E 90

  STN 92 0205         PS 90

  Fire classification depends on the specific conditions of the cable tray, 
detailed in the catalog Cable management systems - Fire resistant 
systems.

 

storage: ČSN EN 60721-3-1

type number thread load hight lenght width t

kg H L W

ZZT 6_PO M6 30 41 46 18 t

W 

H
 

L 

recycling codes:

FE

40 ZZT

WARNING

Risk of injury from cutting

 Although the cable trays are produced with maximum effort to minimize sharper edges, it is necessary to wear protective gloves 
to carry, grip and work with cable elements.

Risk of system collapse

 It is essential to strictly adhere to the maximum load limits for individual cable support systems and ensure proper installation 
according to the installation manual. The load capacity charts for each system are provided in the manufacturer's catalog, 
available in printed form or on the manufacturer's website. The specified load limits do not account for any additional loads, such 
as snow, wind, or seismic forces.

Electricity injury

 As individual components of cable management systems are made of electrical conductive material, it is essential not to work 
with a system near live electrical parts. Infringement of the safety regulations may cause serious injury of health or death.

Safe Use 

 Under normal and foreseeable conditions of use, there are no risks to consumers, provided that proper installation and usage are 
carried out in accordance with the installation manual.


